2-Phase Hybrid Stepping Motor ‘B

KH42 series 800 type

HIGH TORQUE, LOW VIBRATION AND LOW NOISE

B STANDARD SPECIFICATIONS

MODEL UNIT KH42HM2
-801 | -802 | -803 -851 | -852
DRIVE METHOD — UNI-POLAR BI-POLAR
NUMBER OF PHASES | ———— 2 2
STEP ANGLE deg./step 1.8 1.8
VOLTAGE v 3.96 6.0 9.6 5.57 8.51
CURRENT A/PHASE 0.82 0.54 0.34 0.58 0.38
WINDING RESISTANCE | Q/PHASE 4.8 1.2 28.2 9.6 22.4
INDUCTANCE mH/PHASE 2.4 5.4 11.5 9.2 21.5
HOLDING TORQUE kgf - cm 1.3 1.3 1.3 2.0 2.0
0z - in 18 18 18 28 28
DETENT TORQUE gf - cm 120 120 120 150 150
oz - in 1.7 1.7 1.7 2.1 2.1
ROTOR INERTIA g - cm? 42 42 42 42 42
0z - in? 0.23 0.23 0.23 0.23 0.23
WEIGHTS g 200 200 200 260 260
Ib 0.44 0.44 0.44 0.57 0.57
INSULATION CLASS ——— | JISClass E (120°C 248° F) (UL VALUE : CLASS B-130C 266° F)
INSULATION RESISTANCE | ———— 500VDC  100MQmin.
DIELECTRIC STRENGTH | ———— 500VAC 50HZ 1 min.
OPERATING TEMP. RANGE c 0 to b0
ALLOWABLE TEMP.RISE deg. 70

Bl DIMENSIONS unit = inch (mm)
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This is our new series 800 Type, which maintains the high torque
performance of our conventional 500 Type and lowers vibration and noise .
e High efficiency and high torque have been achieved through our
intensive research on magnetic circuitry.
e A unigue tooth profile has been employed through the development
of a new proven theory to achieve low vibration and low noise.

BI-POLAR KH42HM2-851
5 5gf -cmwith external inertia(Jul40g - cm?. 0.22 0z-in?) (0z-in)
' Il [ T TTTIT
B TORQUE CHARACTERISTICS vs. PULSE RATE vo Dre=Corstantcurent || 20
. =
EXIT.=2(ph 25
UNI-POLAR L oo
1.5 Curr.=0.58(A) 120
KH42HM2-801 s
1.0
Kgf -cmwith external inertia(Jui40g - cm?. 0.22 0z-in?) (0z+in) 10
" T T T TTT]{2° 05
Driv.=Constant-current N 5
| L] driver 0.0 N
1o T \E/(X);IT:Z%%%Q) e 0.1 1 10 100KPPS
™ Curr=0.82(A)
10
o5 —— PULL-OUT KH42HM2-852
5
......... PULL-IN 5 ’:Kgf -cmwith external inertia(Ju40g - cm?. 0.22 0z+in?) (0z-in)
' I [ T TTTIT
O'% 1 1 10 100KPPS Driv.=Constant-current 30
. 2.0) — driver i
= 5XI\tT.:224(87)ase) 25
olt.=
1.5 Curr.=0.38(A) 11120
KH42HM2-802 o 15
Kgf -cmwith external inertia(Jui40g - cm?. 0.22 o0z-in?) (0z+in) 10
" T TTTI2° e 5
LT T Driv.=Constant-current .
™ EXIT ~b(ehase) 15 oo 1 10 100KPPS
1.0 Volt.=24(V) Tl
Curr.=0.54(A)
10
05 Il CONNECTION DIAGRAMS
5
UNI-POLAR (-801,2,3) EXCITATION SEQUENCE
oo 1 10 100KPPS 1 STEP 11234
BLACK BLACK(1) - -
5 YELLOW YELLOW(7) | = | —
KH42HM2-803 3 9 BROWNG) | | | -
RED BLUE ORANGE(11) .
1FKgf-r:mwith external inertia(Ju40g - cm?. OEHZ oz-‘inz)‘ — (Zzo-in) 5 oA o8B .] 1 RED(3) +| + |+ |+
Driv.=Constant-current BROWN ORANGE ELVE), Rl el
S e N driver
EXIT.=2(phase) 115
1.0] Volt.=24(V) T
Curr.=0.34(A)
110 BI-POLAR (-851,2)
0.5 EXCITATION SEQUENCE
1° 3 7 STEP 1]2[3]a
RED YELLOW
oA #B RED(3) +]-1-
o0 1 10 100KPPS YELLOW() | + | + | -
BLUE(5) -+ |+
5 sa s5 9 WHITEQ) |- |- |+
BLUE WHITE
Il CONNECTION CABLE TO MOTOR unit = inch (mm)
UNI-POLAR BI-POLAR
| 11.8"%(300°%) | 11.8"%(300"%)
0.13 (3.5) 0.13 (3.5)
4._':« .

o Antriebstechnik GmbH

starkenburgstralle 6 . 64546 morfelden
tel.: 06105 24044 fax: 06105 25593
mail: info@color-technik.net

www.color-technik.net


Lorenz Jakobs
Adresse color


